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Benefits at a glance: 

Ready to be set up on height-adjustable work tables 

Reduced weight for easy transportability 

Cleanroom approved 

lmproved ergonomics for operating personnel 

lmproved connection position redefinement for 

left and right-handers thanks to improved handling 

Optimized interior cleaning 

Low maintenance costs through extensive extraction 

Air pressure regulation in the interior 

Customizable accessories: storage surfaces, containers, 

airbrush holder via magnetic holder 
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CeraClean 

The ideal workspace for perfectly 

treating green ceramic parts. 

Developed and tested at Lithoz with 

our expert application engineers. 
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Ergonomically thought-out workspace 

Everything in its rightful place. lntegrated inputs for 

adjustable compressed air and cleaning fluid allow for 

precise application using the airbrush gun. 

Comfortable arm rests for safe, fatigue-free work for 

left and right-handed operation. All tools and work 

equipement found at an ideal distance, including 

intuitively positioned storage boxes for every blade, 

towel and tool. 

Simple and clear cut installation 

The CeraClean can be easily installed in any lab with 

minimal effort. The tabletop unit is equipped with 

yellow glass and a suction unit, eliminating the need 

for elaborate lighting and ventilation systems. 

Alternatively, the CeraClean can be connected to a 

pre-existing ventilation system. lt can also be easily 

placed on any height-adjustable work table. 



Measurements 

Outside (LX w X H) 

Work area (L x W x H) 

Weight (kg) 

Compressed Air 

Input connector 

Output connectors 4, 2 adjustable 

Airbrush tank capacity (plastic container) 

Airbrush type 

Airbrush nozzle 

Suction 

Air filter 

Separation efficiency acc. to EN 1822:2009 in MPPS 

Separation efficiency acc. to EN 1822:2009@ 0.3 µm 

Output 

Suction capacity 

Suction pressure 

Noise level 

Power connection 

Voltage 

Maximum permissible temperature 

LITH 

Approx. 85.5 x 81.24 x 84.14 cm 

Approx. 45.28 x 71.95 x 46.8 cm 

120 kg 

Max. 8 bar 

2 adjustable max. 6 bar 

28 ml (or 74 ml) 

Double action 

0.5 mm 

2-step filter (particle and gas filter)

99.955 % 

99.994 % 

100W 

140 m3/h 

2.3 Pa 

< 52dß(A)@ 1 m 

11 0 - 230 V, 1 0-16 A 

50 - 60 Hz 

50 °( 

We are ceramic 3D printing. 
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